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- y ‘ ' GENERAL _NOTES:

r~ “TE%E% ‘j,,—«\_\\ {%é} : _ 1. All underground utilities shown on these plans are schematic only and

- = = ~ may not be complete. The contractor shall be responsible for notifying

o 7 N FARMERS o b - . M2~1 O B = © "MISS UTILITY” prior ‘o construction so that all utilities may be located
o MARKET el > -
GRASS _’ C( SN (k RT-4(1) @) S/W @ (T) - M-6 —  — LIGHT, RAIL S/W : in the fieid. If the contractor perceives that a conflict between the .
- _ S yi ) - L R7-4(1) utilities and the traffic signal will occur. the contractor shall notify
S/W . S s/ N ® %T» : ) the project engineer immediately so that the conflict may be resolved.
GRASS . —_ ‘ —
| | BUILDING _l . 2. All Traffic Signat Foundations shall be installed at the Final Sidewalk
BRICK WALL BGE BUILD ING — or Curb grade for closed sections, Highest Roadway Profile Grade for
194059 ~ open sections, to meet clearances as specified in MD 816.03, MD 818.u1,.
MD 818.02, and MD 818.04 The contractor shall verify ultimate grades

|
prior to the instailation of all signal equipment.

A. Contractor shaltl remove exis+iag pole, mast arm and all attached sauipment
to this mast arm and install proposed pole with mast arm,. signal heads.
countdown pedestrian signal head and APS pushbutton with pedestrian
education sign, 15’ 1tighting arm with 250 Watt+ HPS Jumincgire on existing
foundation. (Note: Contractor shall relocate all existing signs.)

3. A1t pavement markings detaiied are proposed and are to be Installed in
accordance -with SHA standards. All crosswalks shall be centered on
handicap ramps or median cut throughs.

4. Poles are to be located so that they can be activated by a person in a
wheelchair from a 60”x 60” level landing areda. A level landing area is an
ared with a cross slope of less than or equal to 2%.

5. If the location of Accessible Pedestrian Signal Pushbuttons must be chenged
[ the contractor shall notify the Project Engineer 1o get approval for new
location 10 ensure proper requirements of the MUTCD are still met. All work .
’,¢======= rmust be halted until the Project Engineer has obtained an approved Ioco?ionv
, T _ , ) or if necesary @ design wniver is obtained.

B. Contractor shall remove existing poies mast+ arm and all attached equipment
+o this mast arm and instal! proposed pole with mast arms signal heads.
) countdown pedesirian signal head and APS pushbutton with pedestrian
- educatlion sign existing foundation. {(Note: Contractor shglil relocate alli
detgiled signs.) _ ~ _

C. Install 10’ breakaway pedesta! pole with countdown pedesfriqn signol head

and APS pushbutton with pedestrian education sign. {Note: 1-3” 90° polyviny!
chloride (Scheduie 80) bend.) (Note: All poles are to be painted brown , / H
(5850-20040) using a fusion bonded Polyester Powder coating system.) 6. Pushbutton Is +o be located so that a pedestrian na wheelchalr located on
D. Install proposed metered pedestal for electrical service. ” l - ‘ | : o | _ the level landing ared. does not have to reach more than 18
' ' | ‘7. The 10" separation between pushbuttons is to be measured from face

E. Instatl handhole.

" ) 8
F.Install 4% polyvinyil chioride electrical conduit (thedule 80) (slotted). 8. The contractor shall remove all unused wiring.
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” { : o ‘ _ of pushbutton to face of pushbutton.:
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G. Install 37 polyviny! chioride electrical conduit (Schedule 80) {+renched). 281592 ! I ” 3. Interconmect +o D 648 shal| be malnFalned.
H. Instail 4” polyvinyl chioride electrical conduit (Schedule 80) {trenched). _ g
J. Instaitl 27 polyvinyl chioride electrical conduit (Schedule 80) (trenched). I I l H

K. Instai! depressed sidewaik and curb with detectable warning surfaces
(STD. No. MD 655.40) as shown. (Note: Depressed sidewalk shall slope _
2% to meet existing sldewalik).

L. Instatl detectable wcrnihg surfaces (STO No. MD 655.40) as shown.
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M. Contractor shall remove exts+ing handhole and tie proposed conduit to the
proposed handhole as shown. (Note: Contractor shall cap ail other conduit
associated with this handhoie.)

N. Use exisfing handhole and/or conduit.

——
——

0. Use existing cabinet and controifier..

P. Remove existing overhead R10-12 sign and install video detection camera in ' y ) ' . o f | _ ) ' _ |
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